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Note: Chapter Ind 56 was renumbered to be ch, ILHR 58, effective January I, 1984,
SUBCHAPTER [ —GENERAL REQUIREMENTS

ILHR 56.001 Scope, The requirements of this chapter shall apply to all
public and private schools, universities, colleges, academies, seminaries,
libraries, museums and art galleries; including all buildings or parts of
buildings used primarily for instructional purposes. -

Note: Section 101,02 (15) {a), Stats., exempts rural school buildings from the provisions of
this code, See s. ILHR 51.01 (114b)} for definition of a rural school building.

History: 1-2-56; am. Register, May, 1971, No. 185, ff. 6-1-71; am. Register, December,
1977, No. 264, eff. 1-1-78; am. Register, January, 1980, No. 289, eff, 2-1-20,

ILHR 66.01 Maximumn height. (1) Buildings occupied primarily hy
guplﬁs up to and including grade 12 shall not exceed 4 stories or 48 feet in
eight. : ‘ . )

(a) Exception. Buildings provided with complete automatic sprinkler
or automatic smoke detection systems, oceupied primarily by students
of grades 9 through 12, shall be no more than 6 stories or 72 feet in height,

Note: Also se¢ requirements for classes of construction.

lIislﬁ'ry:'1~2-56; r. Register, May, 1971, No. 185, eff, 6-1-71; cr. Register, September, 1973,
No. 213, eff. 10-1-73.

ILHR 56.02 Classcs of construction. (1) Every building not more than
0?31 storjlrr 6% height may be of type 7 or 8 construction as specified in s.
IL.HR 51.08.
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(2) Bvery 2-story building shall be not less than type 6 construction as
specified in s, ILHR 51.08 with the exception that all floors and their
supports shall be at least noncombustible one-hour fire-resistive rating,

(3) Every building 3 or more stories in height shall be of type 1 or 2
construction as specified in s. ILHR 51.03.

(4) Auditortums, gymnasiums or field houses, or those parts of build-
ings similarly used, shall comply with the following;

{a) Limitations when oecupancy is restricted to first story or ground
floor only,

Maximum Number of Qccupants in Any.
Room Used for Auditorium, Gymnasium,
Type of Construction or Field House Purposes

With Stage  Without Stage
Type [and 2 No limit No Hmit
Type 3 and 4 760 1500
Type 5 and 6 500 1000
Type T and 8 300 760

1. Exception. For unlimited capamty, the fire protection of structural
steel supporting the roof may be omitted for one-story buildings meeting
type 1, 2 and 3 construction provided the building has no ground or base-
ment floors. Heavy timber columns and roof framing may be substituted
for structural steel framing, The roof decking shall be of noncombustible
or heavy timber construetion,

{b} Limitations when occupancy is above the first story.

Maximum Number

Type of Consﬁuction of Occupants 'No. of Stories
Type | and 2 No limit See s, ILHR 56,017
Type 3 thru 6 406 2nd story
Type 3 thru 6 200 3rd and 4th story

+One smokeproof stair tower from the level of the asserbly halt leading directly to the exte-
rior at street grade shall be provided for every 750 Fersons capacity, or fraction thereof. These
stal;;wz:)ysls;.ihall be at Jeast 44 inches wide and shall be in addition to other required stalrways
in the building

History; 1-2-56; r. and recr. Register, May, 1971, No. 185, eff, 6-1-71; am. (1) and (2) andr
and recr, (3), Reglster, June, 1972, No, 198, eff, 1- 1-‘?3 cr, (4), Reglster, September, 1973, N
213, eff, 10-1-73; r. and reer. (4) (a)l Register, May, 1974 No. 221, eff, 8-1-74; am. (4} (a)l
Register December, 1978, No. 276, off. 1-1-79,

ILHR 56,03 Protection of basenment levels, (1) GENERAL REQUIREMENT.
Buildings with basements shall at such levels be protected with an ap-
proved automatic sprinkler system as specified in s. ILHR 51, 28 or an
approved automatic smoke detection system, as specified in 5. ILHR
51.245, either of which shall be electrically connected to the required fire
alarm system.

Note: See s. ILHR 51.246 for additional requirements pertaining to smoke detectors,
Note: See ss. ILHR 52.015 (3} (a) 6. and 52.02 for additional réquirements pertaining to

basements,
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{2) RETROACTIVITY, Existing buildings which do not conform to the
requirements specified in sub, (1) on or after the effective date of this
subsection shall comply with the following:

(a) The corridors in the basement shall be protected by an approved
smoke detection system.

(b) Such systems shall be installed in aceordance with NFPA No. 72E-
1978, Standard on Automatic Fire Detectors or NFPA No. 74-1980,
Household Fire Warning Equipment, but in no case shall smoke detec-
tors be spaced more than 30 feet apart on center or more than 15 feet
from any walil.

Note: See s. ILHR 51.01 for definitions of “automatic” and “basement.”

History: Cr. Registef. Januar&, 1980, No. 289, eff. 2-1-80; cr. (2), eff. 1-1-83, am. (1}, Regis-
ter, December, 1981, No. 312, ofi, 1-1-82,

ILHR 56,05 Exicrior wall openings. (1) ONE-STORY BUILDINGS. One-
story buildings with no floor levels below the first floor need not be pro-
vided with exterior wall openings other than reguired exits,

(2} MULTI-STORY BUILDINGS. (a} Except as provided in par. (b}, build-
ings more than one story shall be provided with fire department access
openings as specified in 5. ILHR 52,02 (2). -

(b) Fire department access openings are not required provided the
building is protected throughout by an automatic fire sprinkler system
and tha_t system is connect’ed to the required fire alarm systern. '

‘History: 1-2-56; am; Register, January, 1961, No. 61, eff, 2-1-61; r. and reer., Register, May,
1971, Na. 185, off, 6-1-71; r, and recr., Register, September, 1973, No, 218, eff, 10-1-73; . (2)
and renum. (3) to be (2}, Register, January, 1880, No. 289, eff. 2-1-80; r, and recr. Register,
June, 1983, No. 330, eff. 7-1-83. ’ C S

ILHR 56.06 Exits. (1) TOTAL NUMBER OF EXITS, The total number of
exits from each floor level and each building shall be determined on the
basis of total aggregate exit width and distances to exit. Each butlding

‘and each floor level shall be provided with at least 2 exits. -

{2} TYPE OF EXITS. At least 2 exits from all floor levels shall lead di-
rectly to grade through standard exit doors, stairs, interior enclosed
stairs, smokeproof stair towers, fire-rated exit corridors, passageways, or
ramips, One-half 'of the remaining required exits may be horizontal exits
or fire escapes, Fire escapes are prohibited as required exits in pre-school,
elementary, middle, and high schools. Tn no case will fire escapes be per-
mitted above the second story, ' . : -

“{a) Standa.fd exil doors. Standard exit ddors shall be provided in ac-
cordat;c_e with the requirements of 55, IILHR 51.15 and 56.08. .

{b) Exil stairs. Staits shall conform to the requirements of s, ILHR
51.16, except that the stairs shall have a uniform rise of not more than 7%
inches, measured from tread to tread, and a uniform tread of not less
than 10 inches, measured from nosing to nosing of tread, Handrails shall
be provided en both sides. All stairs serving basemeénts shall be in accord-
ance with the requirements of s, ILHR 51.02 (11): No closets or rooms
may be placed under a stairway or landing. - oo :
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(c) Inferior enclosed stairs and smokeproof stair towers, Interior stairs
and smokeproof stair towers shall be constructed in accordance with the
requirements of ss, ILHR 51.17 and 51.18.

(d) Fire~rated exii corriders. All rated exit corridors required to satisfy
limitations on exit distance shall be of not less than cne-hour fire-resis-
tive construction, unless the fire-resistive ratings indicated in Table
51.03-A for required exit corridor enclosures are more restrictive.

(e) Ezit ramps, The minimum width of exit ramps shali be determined -
in accordance with the requirements ¢f 5. ILIIR 56.07. The minimum
width shall be not less than 3 feet 8 inches, Exit ramps, other than those
required for the physically disabled, shall have a slope not exceeding 1:8,
Ramp slopes exceeding 1:12 shall be provided with handrails. Ramps
shall be provided with a slip-resistant finish, Ramps shall be provided
from areas noted under sub. (3) (¢) involving a change of elevation be-
tween floor levels or platforms not exceeding 3 feet.

(t) Fire escapes. Fire escapes shall be constructed in accordance with
the requirements of s, ILHR 51.20.

(g) Horizonlal exils. Horizontal exits shall be construeted in accord-
ance with the requirements of s, ILHR 51,19 and shall be of at least 4-
hour rated construction,

{3) LOCATION OF EX1T8. (a) Exit distance. Fravel distance to an exte-
rior exit door, a required fire-resistive rated exit eorridor, interior en-
closed stairs, smokeproof stair tower, horizontal exit, or fire eseape, from
any point in a building accessible to the publie, shall not exceed 150 feet.
Building service areas, including pipe chases and tunnels, catwalks,
ducts or similar spaces not accessible to the publie, shall not exceed 300
feet from an exit,

(b) Distribution of exits. All exits shall be distributed to provide the
best possible means of egress. The exits shall be located so that in case
any exit is blocked at any point some other exit is accessible through
public passageways at all times. Locked security gates and doors shall
not béa placed so as to block required exit passageways or create dead-end
corridors. :

() Auditorium, gymnasium and field house exits. This rule shall apply
only to auditortums, gymnasinms and field houses which have a capacit
exceeding 600 persons. One-half of the required exits shall discharge di-
rectly to a street, alley or open court connected with a street, unless a 2-
hour rated exit corridor is provided, wide enough to accommodate one-
half of the occupants, which extends from the interior wall of the audito-
rium, gymnasium or field house to an exterior exit. The remaining re-
quired exits shall discharge directly to the exterior or to a public passage-
way which permits 2 directions of travel to the exits at the exterior of the
building, The exiting shall be direct and unobstructed.

" (4) CLASSROOM BXITS. (a) Exils serving B0 persons of less. At least one
exit shall be provided from all rooms serving a capacity of 50 persons or
iess, The exit shall discharge direetly to the exterior of the building or to
a public passageway which permits 2 directions of travel to the exterior.
Register, December, 1983, No. 336
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(b) Exils serping 51-100 persons, At least 2 exits shall be provided from
all rooms serving a capamty of 51-100 persons. One exit shall discharge
directly to the exterior of the building or to a public passageway which

permits 2 directions of travel to the exterior, One exit may discharge
through an adjacent room provided a clear passageway is maintained
from the connecting door to a required exit serving the adjacent room,

(¢} Euxits serving more than 100 persons., At least 2 exits shall be pro-
vided from all rooms serving a capacity of more than 100 persons. The
exits shall discharge directly to grade or to a public passageway which
permits 2 direetions of travel to the exterior.

(5) WiptH oF EXITS, The total required exit width shail be prowded in
accordance with the requirements of s. ILHR 56.07.

(6) ExIT LIgHTS. All required exits indicated in s. ILHR 56.06 (2), and
exits from areas serving a capacity of more than 100 persons, shall be
identified by an approved exit light. Directional exit lights shall be pro-
vided to direct occupants to an exit. Bxit lights and dlrectional exit hghts
shall be as specified in 8. ILHR 51,15 (5),

History; 1-2-56; am, (1), er. {1} (a), Reglster, September, 1959, No. 45, eff. 10- 1—59 am,
Register, January, 1961, No, 61, eff, 2-1-61; r. and recr. (1) (a), renum. (2) to be (3), (3} to be
(4), (4) to be (5}, (5) to be {6) and (6) to be (7), and cr. (2) and (B), Register, May, 1971 ., No.
85, eff. 6-1-71; r. and recr., Register, September, 1973, No, 213, eff. 10-1-73; am. (1) (a) 2
Register, December, 1974, No. 228, eff. 1-1-75, 1, and recr. Reglster, December, 1975,
240, eff, 1-1-76; am. (2), intro. and cr, {2) (g}, Register, December, 1976, No. 252, eff. 1- 1-77
am. {6), Register, December, 1983, No. 3386, eff. 1-1-84,

ILHR 56.07 Required exit width, (1) The total required exit width from
a building level shall be in acecordance with the requirements of ss. ILHR
51,15 (6} and 51.16 (3).

(2) The capacity of educational buildmgs or any individual story or
section thereof for the purpose of determining exits shall be the maxi-
mum capacity desighated on approved plans.

ga) The maximum capacity shall not exceed the requirements of par.

{b) The maximum capacities of all rooins and spaces as listed below
shall be determined on the basis of the minimum net square feet area per
piarson shown for that occupancy unless other\wse designated on the
plans

Minimum Square Feet

Per Occupant

. Academic classrooms—Regutar... 20
. Administrative and office space 75
. Arls, erafts, drafting.... 30

. Bleachers (one seat per 1§ mches of bench length)
. Gymnasiums, field heuses, auditoriums, theatres, lecture rooms

(fxed seating)... . 6
. Gymnasiums, feld houses multtpurpose rooms. cafeterlas, study

hal[ts, commens and other level foor areas w1th nonﬁxed 1nd1v1dua1

seating, o . 10

(= E -

7. Home economlcs, busmess educatlon 30
8. Industrial aris-voeational shop ..ovi.. 50
-9, Laboratories-Science (fixed lab. tables) 30
10. Libraries and resource centers 20
11. Museums and art galteries.. 40

12, Musie
8. Voeal e 10
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b, Instrumental .o s . 20
13. Special education
a. Mentally retavded, physically handicapped, etc,.. [T 35

History: 1.2-56; r. and recr. {3), Register, May, 1971, No. 185, eff, 6-1-71; am. (1}, Register,
June, 19;(2 No, 198 eff. 1-1-73; r. and recr., Register, September, 1973, No. 213, eff. 10-1-73;
i.zlmd recr. (1), 1. (2) (3)and (4}, renum, (5) {o be {2), Register, Decemﬁer. 1974, No. 228, eff.
-1-75.

ILHR 56,08 Exit deors, (1) STANDARD EXIT DQORS, Exit doors shall
comply with the requirements of s, ILHR 51,15, The ageregate width of
exit doors shall be as required ins, ILHR 56,07, No single door or leaf of
a double door shall be more than 42 inches wide,

{2) CLASSROOM EXIT DOOR WIDTH AND SWING, {a) Classroom doors serp-
ing 50 persons or legs. Classroom doors serving classrooms with a capacity .
of 50 persons or less shall be not less than 3 feet ¢ inches in width, The
doors may swing into the classroom.

_' -(b) Classroom 'cj.'oor.é serving more than 50 persons. Classroom doors serv-
ing classrooms with a capacity of more than 50 persons shall be standard
exit doors and shall swing outward toward the means of egress.

(3) ALL OTHER EXIT DOORS, Doors serving areas other than classrooms
shall comply with s. ILHR. 54.06.

History: 1-2—56 r. and reer, Register, December 1975, No, 240, eff, 1-1-76; am. {2) and cr,
{3), Register, December. 1978, No. 2’?6 eff, 1-1-79 am, {1} and (2) (b)yr. (2) (c), Register,

January, 1980, No. 289, efi. 2—1-80

ILHR 56.09 Passagewnys: (1) The minimum unobstructed width of eor-
ridors and passageways which are used by the public or by the occupants
generally, shall be determined in the same manner as specified for stair-
ways in s. ILHR 56.07, but in no case shall this width be less than 4 feet.
Corridors and passageways sérving as a means of egress shall be at least
equal in combined width to thé required w1dth of the stairways or pas-
sageways leading to them. .

His!ur} 1-2-56; v, (1} and renum, (2) to he{l), Register, May, 1971, No. 185, eff. 6-1-71.

ILHR 56.13 Asscmbly seating. All assembly seating in auditoriums,
gymnasiums, field houses and other large group occupancy areas shall
comply with the requirements of subch., V, Assembly Seating Facilities,
of eh. ILHR 62. Where any area of a bmldmg in this category has a stage
loft in excess of 25 feet 0 inches in height above the stage floor and is
equipped with permanent or movable scenery, it shall comply w1th ss.
ILHR 55.21 through 55.30.

History: 1-2-56; r, and reer., Reglster, May, 1971, No. 185, off, 6-1-T1; 1. and reer., Register,
December, 1981, No. 312, eff, 1-1.8

ILHR 56.14 Seats, desks and aisles. (1) Seats, desks, tables and other
loose equipment need not be fastened to the floor or to each other pro-
vided that any seating arrangement use, will maintain during occu-
pancy, free and unobstructed intermediate, cross and wall aisles leading
to the exit.

(a) Stepped floors or tiered platforms shall be no less than 48 inches in
width to permit the above arrangement,
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{b} Seats, desks, tables and other loose equipment used in instructional
oceupancies shall be of a durable type of construction to assure safety
and stability,

History: 1-2-56; r. and recr., Register, May, 1971, No. 185, eff, 6-1-71.

ILHR 56.15 Isolation of hazards, (1) GENERAL, All fuel-fired heating
hoilers and furnaces, power boilers, fuel rooms, and breeching, storage
vaults for paints, oils and similar combustibles, fuel-fired kilns and dry-
ers, and other similar hazards, shall be enclosed as follows:

{a) In every building more than one story in height, the enclosure shall
?E 1]}%, %elss(ﬁhan 4-hour fire-resistive rated construction as specified in s.

{b) In one-story buildings, the enclosure shall be not less than 2-hour
fire-resistive rated construction as specified in 5. ILER 61.04,

(2) PROTECTION OF OPENINGS, All openings shall be protected by fire-

rated door assemblies equipped with self-closing devices as specified i ins,
ILHR 51.047,

History: 1-2-56; am. Register, February, 1971, No. 182, eff, 7-1-71; r. and recr, eff. 8-1-71
and exp. 1-1-72; ¢r, off, 1-1-72, Register, July, 1971 No. 187 t. and recr., Register, January,
1680, No. 289, off, 2-1.80; am. {1) (intro.), Reglster, December, 1981, No 312, eff, 1-1-82.

ILHR 56.16 Sanitary facilities, (1) ToILET ROOMS. Separate toilet rooms
for each sex shall be provided for all occupancies included under the
scope of this chapter. The toilet rooms shall be completely enclosed and
arranged to ensure privacy, except that in elementary schools (kinder-
garten through grade 8) the doors to the toilet rooms may be eliminated
g the entrance to the toilet room is Jocated in the wall of a public eorri-

or.

(2) SaNrTARY MIXTURES, The following tabulated groups or combina-
tiong thereof shail be prowded with one fixture of each type in aceord-
ance with the ratio given in chart to serve the total number of persons
designated on the plans.

Large Group  Adminis-

Type of Fixture K-6 1-12 Posséf.hlgglgh Oeccupancy trative
Areas Areas
Water Closets (Fliiierisinnes 35 50 100 200 10
Water Closets (M) " i3] 100 200 300 16
Urinals... . 35 50 160 150 40
Lavatorles o M 75 100 100 160 16
Brinking Founta:ns Loee 1 per 6,000 sg, {t. floor area or 1 per flosr or both

(a) When fixtures reguired for a designated group are not available to
another designated group the number of fixtures shall be provided ae-
cording to the ratio indicated in the chart and independent of other
group requirements.

. (b) Where a theatre is a part of an educational facility the require-
ments listed under ““large group occupancies’ shall apply,

History: 1-2-56; am. (2}, (3), (4) and (4} (a), Register, September, 1959, No. 45, eff, 10-1-59,
r.and recr, (4), intro. par,, Register, December, 1967, No, 144, eff, 1- 168 r. and reer. Regis-
ter, May 1971, No. 185, efi, 6-1-71; am. (H(mlro ), r.and reer. (1) (a), cr, (1) (b), Register,
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September, 1973, No. 213, eff, 10-1-73; renum, (1) to be {2) and cr. (1}, Register, December,
1976, No, 252, eff. 1-1-77. :

. ILHR 56.17 Lighting. (1) ELECTRIC LIGHTING. Every class, study or rec-
itation room shalil be equipped with sufficient electrical lighting units to
maintain the illumination required in e¢h. Ind 19, {ilumination Code.

(2) GENERAL. All other rooms and spaces in school buildings shall be
equipped with means for supplying electric illumination in the quantity
required for the purpose for which the room or space is used. All electrical
work shall be installed to conform to the requirements of the Wisconsin
state electrical code, vol. 2, ch. ILHR 16,

History: 1-2-56; am. Register, January, 1961, No. 81, eff. 2-1-61; cr. {3), Register, Novem-
ber, 1963, No, 95, eff. 12-1-63; am. (3) (c), Register, February, 1971, No. 182, eff, 7-1.71; 1.
ard-reer. Register, May, 1971, No. 185, off, 6-1-71.

ILHR 56.18% Fire exiinguishers. Portable fire extinguishers shall he
provided and maintained as specified in s, ILHR 51.22.

'Hisiory: 1-2-56; am, Register, May, 1971, No. 185, eff, 6-1-71; am. Register, December,
1976, No, 252, eft. 1-1-77; r, and recr., Register, Decernber, 1981, No. 312, off, 1-}-82.

ILHR 56.19 Fire alarms. Every building shall be provided with a prdper
alarm system complying with s, ILHR 51.24.

History: 1-2-58; am. Register, May, 1971, No. 185, eff, 6-1-71.

ILHR 56.20 Standpipes. (1) FIRE DEPARTMENT STANDPIPES. Fire de-
pali'ltmeﬁlt standpipes shall be provided in all buildings exceeding 60 feet
in height.

(2) FIRST-AID STANDPIPES. First-aid standpipes shall be provided in all
huildings 3 stories or more in height, unless an approved automatic
sprinkier systein is installed.

Note: See s, IT,HR 52,015 for requirements pertaining to automatic sprinkler Systéms for
museums, art galleries and Hbraries,

History: Cr, Register, December, 1976, No. 252, eff, 1-1-77.
SUBCHAPTER II — RELOCATABLE CLASSROOMS

ILHR 56.30 Scope, This part provides the minimum requirements for
the design and construction of relocatable classrooms as defined in s,
ILHR £6.31.

Hisiory: Cr. Register, Deceraber, 1978, No. 276, eff. 1-1-79.

ILHR 56.31 Definitions. “Relocatable classrooms’ mean mqbiie home
type structures located on permanent foundations and equipped and
used for educational instruction.

History: Cr. Register, December, 1978, No, 276, ¢ff. 1-1-79.

ILHR 56.32 General, Relocatable classrooms shall cqmpIy_r wit}} the ap-
plicable sections of this code except as otherwise specified in this part.

History: Cr. Regisier, December, 1978, No. 276, eff, 1-1-79,

*8ee Appendix A for further explanatory material.
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ILHR 56.33 Anchoring requirements, Provisions acceptable to the de-
partment for the prevention of overturning of the relocatable classroom
as a result of wind pressure shall be made.

Note; The department accepts provisions such as ground anchors instafled in accordance
with ANSI standard A 119.1.

Hislory: Cr. Register, Pecember, 1978, No. 276, eff. 1-1-79.

ILHR 56.34 Exit doors and exit lights. (1} EXIT DooRs. Exit doors shall
be at least 3 feet 0 inches in width.

{2) Ex1T L1GHTS. [lluminated exit lights are not required in relocatable
classrooms,

History: Cr. Register, December, 1978, No. 276, efi, 1-1-79.

ILHR 56.35 Class of censtritclion separations. Relocatable classrooms
connected to another butldmg shall be separated by elass of constructmn
separations as speeified in 8, ILHR 51.02 (20).

History: Cr, Reg!ster, Decemher 1978, No. 276, eff. 1-1-79; am. Register, December, 1983,
No. 336, eff, 1-1-8

ILHR 56.36 Barrier-free requirements, Access to, interior circulation
and toilet facilities for the physically disabled need not be provided for
the relocatable classroom if t]‘;e course taught in the relocatable class-
room are available in accessible facilities at the same school site.

History: Cr. Regis{er, December, '1978, No. 278, eff. 1-1-79,

ILHR 56.37 Sanitary fixtures. (1) Sanitary fixtures for relocatable class-
rooms shall be provided in accordance with the requirements of ss, ILHR
52.50 through 52.64 and 56,16.

{a) Exception. Sanitary fixtures within the relocatable classroom strue-
ture need not be provided if the sanitary fixtures in the main school
building are available for use and the relocatable classroom structure is
connected to the main school building with an enclosed passageway.

Hislory; Cr. Register, December, 1978, No, 276, off, 1-1-79,

ILHR 56.38 Fire alarms. Relocatable classroom struetures containing
more than 2 classrooms or connected to another building shall be pro-
vided with a fire alarm system as specified in 5. ILHR 51,24,

History: Cr. Register, December, 1978, No. 278, off. 1-1-79.
SUBCHAPTER 11T — MOBILE TRAINING UNITS

ILHR 56.40 Scope, This part provides the minimum requirements for
mobile training units as defined in s. ILHR 56,41,

History: Cr. Register, December, 1978, No, 276, eff. 1-1-79.

ILHR 56.41 Definitions. “Mabile training units” mean trailer type
units constructed and left on wheels, Mobile training nits are used for
education purposes at one site for a period of time no greater than 9
weeks per year.

History: Cr. Register, December, 1978, No. 276, eff. 1-1-79.
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ILHR 56.42 General. Mobile training units shall comply with the appli-
éable sections of this code except as otherwise specified in this part.

UHistory: Cr. Register, December, 1978, No. 276, off. I-1-79,

ILHR 56.43 Exit doors and exit lights. (1) EX1T poonrs, Exit doors shall
be at least 3 feet 0 inches wide.

(2) Exrr LigHTS. Hluminated exit hghts are not required for moblie
training units,

History: Cr. Register, December, 1978, No. 276, eff. 1-1-79.

ILHR 56.44 Barrier-free requirenmients. Access to, interior circulation
and toilet facilities for the physically disabled need not be provxded for
the mobile training units if the course taught in the mobile training units
are available in accessible facilities at the same school site,

History: Cr. Register, Diecember, 1978, No. 276, eff. 1-1-79.

ILHR 56.45 Sanitary fixtures. (1) GENERAL EXEMPTION. Sanitary fix-
tures are not required in the mobile training units provided the sanitary
fixtures in the main school building are available for use.

(2) GENERAL REQUIREMENTS. Toilet rooms within the mobile training
un:it ggallécomply with the requirements of ss. ILHR 52.50 through 52.64
an

(a) Ea:ceptwns 1. The reqmrements specified in 5. ILHR 62, 59 arenot
applicable provided the toilet room door is equipped with a privacy lock.

2. Accessible toilet facilities for the physically disabled need not be
provided if accessible toilet facilities in the main school building are
made available.

Histlory: Cr. Register, December, 1978, No. 276, off, 1-1-79.

ILHR 56.46 Fire alarms. Mobile tralmng units used individually are
exempt from the provisions of s, ILHR 56,19,

History: Cr. Register, December, 1978, No. 276, eff. 1-1-79,

Register, December, 1982, No, 336
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